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PES1180

EMI Cover
IATF 16949

Part number PES1180

Category EMI Cover

Type Clip Type

Attachment method SMD

Dimensions (L×W×H) 48.2 × 22.2 × 8.8 mm

Material SUS304 0.3T

Material thickness 0.3 mm

Packaging Tray

Certification IATF 16949 (automotive-grade)
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Mounting Clip-fixed cover

Retained by clip PTC4944H

Packing Tray

http://localhost:3100/downloads/pocons-catalog.pdf
http://localhost:3100/products/catalog/ptc4944h
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Envelope drawing generated from catalog dimensions (L × W × H). Not a controlled drawing: feature geometry,
tolerances and pad layout are on the factory drawing issued with samples.

CROSS-REFERENCES THIS PART COVERS

Masach MS473-10F · Orbel G-0925SC1960-0100XC · Orbel B-0800SB1880-0190XF · Orbel B-

0800SA1880-0190XF · Würth Elektronik 3672473 · Würth Elektronik 3671473 · Würth Elektronik

3670473

Specifications not listed above — including shielding effectiveness, frequency range, operating temperature and
material declarations — are issued per part with a datasheet and samples. POCONS USA — San Diego, CA ·
poconsusa.com. Manufactured to IATF 16949. Figures subject to verification against the controlled drawing.


